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AVERAGE SPEEDS ( 85TH PERCENTI LE)
Eastbound Westbound Posted Speed

2010 2011 2012 2013 2014 2015 2016 2017
Total Crashes 24 30 26 31 25 31 16 17
Injury Crashes 5 8 6 9 9 10 8 5
KSI Crashes 1 1 0 2 0 2 1 0
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Crashes, Vehicle Volumes, 
and Speeds
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VDOT ESTI MATES OF  ANNUAL AVERAGE DAI LY TRAFF I C 
( AADT) , FOR SEMI NARY ROAD ( QUAKER LANE TO I -395)  

ANNUAL AVERAGE DAI LY TRAFF I C ( AADT)

Vehicle Volume Estimates

 » With the installation and opening 
of BRAC (2011) estimated vehicle 
volumes stayed consistent with 
previous years.

 » DoD states that BRAC-133 is 
operating at nearly full occupancy 
and has no plans to request any 
increases in their facility size.

 » The opening of the HOV exit 
ramps onto Seminary Road (2016) 
had a negligible impact on tra�c 
volumes.

 » The reduction of the speed limit in 
2016 also had no impact on tra�c 
volumes.

Vehicle Speeds

 » The reduction of the posted speed 
limit in 2016 from 35 mph had 
minimal impact on eastbound 
tra�c, but has resulted in a 
nearly 10 mile per hour reduction 
in average speeds since its 
implementation and enforcement.

 » While lowering the speed limit 
signs helped reduce speeding 
slightly, changes to road design 
have been proven to better control 
speeds.

Police Reported Crashes on 
Seminary Road

 » The reduction of the posted speed 
limit in 2016 from 35 mph reduced 
the number of injury crashes on the 
corridor.

 » The types of crashes that occurred 
were often rear-ends, sideswipes 
in the same direction, and angle 
crashes. A small number of crashes 
involved a single driver hitting a 
fixed object o­ of the roadway.

 » Most crashes occurred in daylight, 
with no other contributing 
environmental factors.

 » Seminary Road (between Quaker 
Lane and Kenmore Avenue) makes 
up only 0.4% of Alexandria’s 
street network (by mileage). 
However from 2010-2017, 1.1% 
of Alexandria’s total crashes 
occurred in this area. 
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Seminary Road
Complete Streets ProjectPolice-Reported Crash History
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Sources: Esri, HERE, Garmin, USGS, Intermap, INCREMENT P, NRCan, Esri Japan, METI, Esri China (Hong Kong), Esri Korea, Esri (Thailand), NGCC, © OpenStreetMap contributors, and the GIS User Community
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Crash Severity

!( Severe Injury (6)

!( Injury (43)

!(
Property Damage
Only (79)

Crash Frequency and Severity by 1/10th of a Mile Segment
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Seminary Road Crashes
January 2013 - July 2018

Crash data obtained from VDOT crash database:
 https://public.tableau.com/profile/tien.simmons#!
/vizhome/Crashtools8_2/Main
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